Concrete-filled steel tube (CFST) structural members have been widely used in engineering projects for their superior strength and ductility. However, the different lateral dilation characteristics between concrete infill and steel tube have caused imperfect composite interaction during the early loading stage. To overcome this issue, external steel confinements in the form of rings and spiral were previously suggested to minimise the lateral expansion of the steel tube and enhance the concrete confinement effects. This study presented the analytical behaviour of circular CFST short columns with an external ring or spiral confinements which are subjected to axial loading. An explicit finite element (FE) model was developed and verified based on previous experimental findings. Besides that, this study analysed the failure modes, axial load-strain relationship, stress distributions, and bond strength of the composite column components. Parametric analysis was also undertaken to evaluate the impact of material strengths, total steel ratio, and diameter-to-thickness ratio. The results suggest that the use of external steel confinement can enhance the compressive behaviour of CFSTs better than increasing the thickness of the steel tube when using the same steel ratio. Finally, simplified design formulations were developed to accurately calculate the ultimate capacity of CFST columns with and without external steel confinement.
Introduction
Over the past few decades, there has been an accelerating increase in employing concrete-filled steel tubes (CFST) in various types of engineering structures, including industrial workshops, bridge piers, power transmitting poles, and high-rise buildings [1, 2] . It is well known that CFST technology has various advantages compared to conventional technologies, including empty hollow structural section (HSS) or reinforced concrete (RC). The concrete infill improves the mechanical strength of the member by preventing or delaying steel tube inward buckling. Moreover, the concrete confinement by steel tube can increase the member ultimate strength, ductility, and seismic behaviour [1] . CFST structural elements have smaller section sizes and do not require any formwork, that can provide more sustainable elements with lower construction costs. Additionally, CFST members offer better fire resistance compared to empty HSS [3] .
However, the perfect performance of CFST columns requires strong concrete-steel interaction bond to guarantee that they work together as one composite element. The imperfect interaction in CFSTs can significantly reduce their strength [4, 5] . Consequently, the use of expansive concrete or adding internal or external restraint are the two solutions that have been previously suggested to improve the bond carrying capacity of CFST elements. Adding expansive additives to concrete admixture can reduce the separation between concrete and steel tubes, which result in improving ultimate strength, creep behaviour, and bond stress [6, 7] . However, this approach can only solve the influence of concrete shrinkage and temperature changes, while the impact of differential dilatation between steel tube and the concrete infill at early loading stage will occur even when using expansive concrete.
Because of the difference in Poisson's ratios between concrete (ν = 0.18) and steel (ν = 0.3), bond delamination failure may occur between the interaction surfaces of the two materials at the elastic stage. This failure will weaken the impact of steel confinement of the infilled concrete. In other words, as the concrete Poisson's ratio is less than the steel, the lateral expansion of infilled concrete will be smaller than the steel tube at the elastic stage. Hence, no composite interaction between the two components will occur before the spreading of micro-cracks in the concrete and the beginning of inelastic outward buckling of steel [8, 9] . Therefore, a different approach was suggested to strengthen the bond behaviour of CFST by utilising steel stiffeners.
Internal stiffeners including plate ribs [10] [11] [12] , tie bars [13] [14] [15] [16] [17] , and curling ribs [18, 19] have been utilised to improve the composite interaction of CFST columns. It was found that internal stiffeners could improve the CFST columns strength with better deformation characteristics. Ductility can be also improved using appropriate types of stiffeners. Tao et al. [5] proposed another type of internal stiffeners using welding ring on the inner surface of the steel tube. The results illustrated the effectiveness of using these stiffeners in CFST compared to welding shear connectors and utilising expansive concrete.
Practically, the installation of internal stiffeners in small diameter tubes is complicated, especially welding stiffeners on the curved surfaces of circular columns. Moreover, the setting up of tie bars necessitates drilling holes in the tube that can result in generating high stress concentration at the locations of tie bars. In addition, internal stiffeners may inhibit the flow of concrete inside the tube, which will increase the cost due to the need for using high-performance concrete.
Consequently, another mechanism of external confining scheme was suggested to overcome the limitations of CFST columns with internal stiffeners. CFST external confinement including fibre reinforced polymers (FRP) strips [20] , steel rings [21] , and steel spirals [22] were previously introduced to decrease the lateral dilation of CFST columns. Additionally, external confinement can provide additional confinement of the structural elements to enhance its resistance and ductility. In contrast, structural members confined by FRP had shown sudden brittle failure because of the linear elastic performance of FRP wraps [23, 24] . In addition, it is a costly material and has poor fire resistance.
Despite the considerable research efforts that have been previously performed to understand the behaviour of CFST columns, there is still a lack of studies that evaluated the performance of CFSTs with external steel confinements. Lai and Ho [21] attempted to enhance the mechanical performance of 62 CFST columns with external steel rings confinements which were subjected to axial loading. Their results revealed that the ring-confinement could control the lateral deformation of CFST columns and thus increase the ultimate capacity of CFSTs until up to 48.6%. In another study, Lai and Ho [22] investigated the axial performance of 24 CFST columns confined using external steel spirals. They found that the load-carrying capacity could be improved by up to 36 .5% compared to unconfined CFST columns. However, there was no study that evaluated the efficiency of external confinements of CFST columns compared to increasing the thickness of the steel tube, or even comparing the two types of external confinements (rings and spiral). Additionally, no finite element analysis (FEA) was undertaken to investigate the behaviour of CFST elements with external confinements. This study proposes a verified finite element model for CFST short columns with ring and spiral external confinements. This model was employed to perform a parametric analysis and highlight the significance of different design parameters. and spiral external confinements. This model was employed to perform a parametric analysis and highlight the significance of different design parameters.
Finite Element Analysis (FEA)
FEA using ABAQUS software [25] was developed to explore the characteristics of CFST short columns with external ring and spiral confinements. Four main components were considered to establish the proposed model namely the involving concrete, steel tube, external confinements, and the interaction between the elements.
Mesh and Element Type:
This study used 8-node linear solid element (C3D8R in ABAQUS) with reduced integration and three degrees of freedom at each node to simulate the infilled concrete. In the literature, the steel tubes of CFST structural elements were usually simulated by four-node doubly curved shell element (S4R in ABAQUS) to capture the compressive deformation and local buckling [26] . However, it was found that the use of either shell or solid elements can produce results that capture local buckling and deformation successfully. In addition, utilising shell elements can make the model more sensitive to excessive distortion. Additionally, as there was no impact in using shell elements to decrease FEA computational time (CPU time), the C3D8R solid elements were utilised to simulate the steel tube. For the external rings and spiral steel confinements, this study used two-node beam elements with linear interpolation (B31 in ABAQUS).
Mesh convergence investigations were carried out to determine the suitable mesh density to provide precise results within reasonable computation times. Element mesh size was taken as D/18 for the whole element, where D is the outer diameter of the specimen. Figure 1 shows the detailed model mesh of a typical specimen. 
Boundary and Loading Conditions
A vertical compression axial loading was simultaneously applied to the top surface of concrete and steel through the displacement control option available in the ABAQUS library. The top and the bottom end of the specimens were restrained against all degrees of freedom, excluding the vertical displacement of loaded top end. Figure. 
A vertical compression axial loading was simultaneously applied to the top surface of concrete and steel through the displacement control option available in the ABAQUS library. The top and the bottom end of the specimens were restrained against all degrees of freedom, excluding the vertical displacement of loaded top end. Figure 1d illustrates the loading and boundary conditions of the FE model. 
Interactions
The contact between the inner surface of the steel tube and concrete was defined using the 'surface-to-surface contact' element available in ABAQUS library. Different friction coefficients (µ) were investigated and it was found that the value of µ did not have a significant impact on the results, which was expected for simultaneously loaded specimens. However, the value of µ = 0.6 was taken as recommended by Tao et al. [27] . The inner steel surface was assigned as master surfaces and the concrete surface was assigned as the slave. The 'tie constraint' was employed to specify the welding interaction between the outer surface of the tube and the external confinements.
Step Type
The implicit solution using 'static general step' available in the ABAQUS library has been widely utilized in CFST simulations. However, this study adopted the 'dynamic explicit step' to minimise computing time (CPU time) of the analysis. The use of 'static general step' is computationally expensive where a large number of iterations are required to compute the solution. Conversely, explicit analysis is less complicated in dealing with models with complex contact and material properties. Figure 2 shows a comparison between the implicit and explicit analysis approaches. The implicit analysis requires an inversion of stiffness matrix at each increment to meet the equilibrium conditions of the internal resistance forces with the externally applied loads. This approach results in a large number of iterations, which are too computationally expensive for complicated models. The explicit approach does not check the equilibrium at the end of each increment of time and it calculates the solution from the kinematic state of the previous increment. 
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Step Type
The implicit solution using 'static general step' available in the ABAQUS library has been widely utilized in CFST simulations. However, this study adopted the 'dynamic explicit step' to minimise computing time (CPU time) of the analysis. The use of 'static general step' is computationally expensive where a large number of iterations are required to compute the solution. Conversely, explicit analysis is less complicated in dealing with models with complex contact and material properties. Figure 2 shows a comparison between the implicit and explicit analysis approaches. The implicit analysis requires an inversion of stiffness matrix at each increment to meet the equilibrium conditions of the internal resistance forces with the externally applied loads. This approach results in a large number of iterations, which are too computationally expensive for complicated models. The explicit approach does not check the equilibrium at the end of each increment of time and it calculates the solution from the kinematic state of the previous increment. In explicit analysis, choosing the appropriate values of loading rate and mass scaling can significantly shorten the simulation time. Table 1 shows the impact of using different loading rates and mass scaling factors in modelling the specimen (CR12.5-5-114-120 [21] ). Any increase in the mass scaling or loading rate can reduce the required number of modelling increments, which will speed up the computational time of the simulation. On the other hand, excessive mass scaling or loading rate may affect the accuracy of simulation results.
A mass scaling factor of 10 was applied to the whole model as suggested by Hassanein et al. [28] while different values of loading rates were examined. Figure 3 shows the predicted load- In explicit analysis, choosing the appropriate values of loading rate and mass scaling can significantly shorten the simulation time. Table 1 shows the impact of using different loading rates and mass scaling factors in modelling the specimen (CR12.5-5-114-120 [21] ). Any increase in the mass scaling or loading rate can reduce the required number of modelling increments, which will speed up the computational time of the simulation. On the other hand, excessive mass scaling or loading rate may affect the accuracy of simulation results.
A mass scaling factor of 10 was applied to the whole model as suggested by Hassanein et al. [28] while different values of loading rates were examined. Figure 3 shows the predicted load-displacement relationship of the specimen (CR12.5-5-114-120 [21] ). This study adopted the loading rate of 500 mm/s which results in good agreement with the experimental results. displacement relationship of the specimen (CR12.5-5-114-120 [21] ). This study adopted the loading rate of 500 mm/s which results in good agreement with the experimental results. Figure 4 -a shows the bilinear plus nonlinear hardening material model which was proposed by Yun and Gardner [29] and adopted in this simulation to represent the steel tube stress-strain relationship. This model was established based on a large set of experimental stress-strain data to provide more accurate prediction than other models. The model requires three main parameters to describe the full-range of stress-strain relationship. Firstly, the elastic modulus of steel (Es = 200 GPa) was taken as recommended by Tao et al. [27] . Secondly, the steel tube yield capacity (fy) was adopted as reported in the experimental data [21, 22, 30] . The third parameter is the steel ultimate strength (fu) which was calculated according to the following equation 
Material Model of the Steel Tube
Yun and Gardner's model [29] that was adopted in this study, can be summarised in the following series of equations: Figure 4a shows the bilinear plus nonlinear hardening material model which was proposed by Yun and Gardner [29] and adopted in this simulation to represent the steel tube stress-strain relationship. This model was established based on a large set of experimental stress-strain data to provide more accurate prediction than other models. The model requires three main parameters to describe the full-range of stress-strain relationship. Firstly, the elastic modulus of steel (E s = 200 GPa) was taken as recommended by Tao et al. [27] . Secondly, the steel tube yield capacity (f y ) was adopted as reported in the experimental data [21, 22, 30] . The third parameter is the steel ultimate strength (f u ) which was calculated according to the following Equation (1) suggested by Tao et al. [31] .
Yun and Gardner's model [29] that was adopted in this study, can be summarised in the following series of equations:
where: Figure 4b shows the bi-linear steel stress-strain model with linear strain hardening that was used in this study to establish the stress-strain curves of the ring and spiral external confinements. The strain hardening modulus was calculated as suggested by Pagoulatou et al. [32] (Esh=Es/100). The external confinements ultimate strength (fue) was calculated according to the following equation 
Material Model of the Steel External Confinements

Material model of the concrete core
The ABAQUS 'concrete damaged plasticity model' (CDP) was adopted to describe the material performance of the concrete infill. This model provides the ability to simulate the behaviour of quasibrittle materials including concrete. To utilize this model, a few main parameters should to be defined including the concrete dilation angle (ψ), the compressive meridian (Kc), potential eccentricity (e) and the relationship of the compressive strength under biaxial loading to uniaxial compressive strength (fbo/fc ′ ). The parameters were determined as recommended by Tao [27] , where the values of ψ and Kc were calculated using Equations (4) and (5), respectively. In addition, the default value of 0.1 was taken to define the flow potential eccentricity (e). Figure 4b shows the bi-linear steel stress-strain model with linear strain hardening that was used in this study to establish the stress-strain curves of the ring and spiral external confinements. The strain hardening modulus was calculated as suggested by Pagoulatou et al. [32] (E sh = E s /100). The external confinements ultimate strength (f ue ) was calculated according to the following Equation (3) suggested by Tao et al. [31] .
Material Model of the Steel External Confinements
Poisson's ratio (ν p = 0.3) and elastic modulus of external confinements (E s = 200 GPa) were taken as suggested by Tao et al. [31] .
Material Model of the Concrete Core
The ABAQUS 'concrete damaged plasticity model' (CDP) was adopted to describe the material performance of the concrete infill. This model provides the ability to simulate the behaviour of quasi-brittle materials including concrete. To utilize this model, a few main parameters should to be defined including the concrete dilation angle (ψ), the compressive meridian (K c ), potential eccentricity (e) and the relationship of the compressive strength under biaxial loading to uniaxial compressive strength (f bo /f c ). The parameters were determined as recommended by Tao [27] , where the values of ψ and Kc were calculated using Equations (4) and (5), respectively. In addition, the default value of 0.1 was taken to define the flow potential eccentricity (e).
for ξ c > 0.5 (4)
The ratio of f bo /f c was calculated using Equation (6) as suggested by Papanikolaou and Kappos [33] .
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For the elastic part of the stress-strain relationship of the concrete core, the concrete modulus of elasticity was calculated as recommended by ACI 318 [34] (E c = 4700 f c ). The Poisson's ratio for concrete was 0.2 as it has been widely used in previous simulation studies [35, 36] . The stress-strain relationship model illustrated in Figure 5 as suggested by Tao et al. [27] was used to simulate the compressive and tensile properties of the confined concrete. The model was established based on an extensive range of experimental tests of CFST members. The ratio of fbo/fc ′ was calculated using Equation (6) as suggested by Papanikolaou and Kappos [33] .
For the elastic part of the stress-strain relationship of the concrete core, the concrete modulus of elasticity was calculated as recommended by ACI 318 [34] (Ec=4700 ). The Poisson's ratio for concrete was 0.2 as it has been widely used in previous simulation studies [35, 36] . The stress-strain relationship model illustrated in Figure 5 as suggested by Tao et al. [27] was used to simulate the compressive and tensile properties of the confined concrete. The model was established based on an extensive range of experimental tests of CFST members. 
Model Validation
The accuracy of the generated FE model was verified by comparing the FE results against the test results (88 specimens) that been conducted previously by other researchers [21, 22, 30] . Tables 2  and 3 show a comparison of the ultimate strength obtained from the experimental testing results (NExp ) and FEA simulation results ( NFEA ). A reasonable agreement was gained between the predicted and test outcomes. In this paper, the CFST ultimate strength was determined as the first peak load, while when the specimens exhibited a strain hardening performance, the ultimate strength was calculated as the strength corresponding to 5% axial strain for the specimens [21, 22, 30] .
For CFST specimens with ring and spiral confinements, the mean values of NExp/NFEA are 1.028 and 1.002 with corresponding standard error (SE) of 0.005 and 0.012, respectively. Figure 6a and b present the comparison between the measured and FE axial load-displacement relationships for the CFSTs with external rings (CR5-10-168-30 [21] ) and spiral (CS(6)15-4-139-100 [22] ) confinement, respectively. Similarly, and for the a 90 CFST specimens, a good agreement was observed of the loaddisplacement relationship of the suggested FE model the experimental results. 
The accuracy of the generated FE model was verified by comparing the FE results against the test results (88 specimens) that been conducted previously by other researchers [21, 22, 30] . Tables 2 and 3 show a comparison of the ultimate strength obtained from the experimental testing results (N Exp ) and FEA simulation results (N FEA ). A reasonable agreement was gained between the predicted and test outcomes. In this paper, the CFST ultimate strength was determined as the first peak load, while when the specimens exhibited a strain hardening performance, the ultimate strength was calculated as the strength corresponding to 5% axial strain for the specimens [21, 22, 30] .
For CFST specimens with ring and spiral confinements, the mean values of N Exp /N FEA are 1.028 and 1.002 with corresponding standard error (SE) of 0.005 and 0.012, respectively. Figure 6a ,b present the comparison between the measured and FE axial load-displacement relationships for the CFSTs with external rings (CR5-10-168-30 [21] ) and spiral (CS(6)15-4-139-100 [22] ) confinement, respectively. Similarly, and for the a 90 CFST specimens, a good agreement was observed of the load-displacement relationship of the suggested FE model the experimental results. In order to have more confidence in the reliability of the proposed FE model, Figure 7 illustrates a comparison between the experimental and FEA failure mechanism for column specimen CR10-8-168-30 [21] . An agreement was achieved between the experimental and predicted deformed shapes. In order to have more confidence in the reliability of the proposed FE model, Figure 7 illustrates a comparison between the experimental and FEA failure mechanism for column specimen CR10-8-168-30 [21] . An agreement was achieved between the experimental and predicted deformed shapes. 
Analytical Behaviour
Three typical CFST stub columns with external rings, external spiral, and without external confinements were modelled in order to investigate their analytical behaviour. The columns parameters are as follows: specimen height (L) = 330 mm, specimen outer diameter (D) = 150 mm, tube thickness (t) = 4 mm, unconfined concrete cylinder strength (fc ' ) = 40 MPa, tube yield strength (fy) =400 MPa, external confinement yield strength (fye) =350 MPa, and external confinement diameter (d) =8 mm. Figure 8 shows the typical failure mechanism for CFSTs with and without external confinements under axial loading. An outward buckling mode is observed for all cases. For the column without external confinements, the outward bulge is noted in the middle column. For the columns with outer rings and spiral, the buckling occurs between the external confinements. In addition, it was noted that the external steel confinement can offer a significant lateral restraint and minimise the effective depth of steel tube within the spacing between external stiffeners. 
Typical Failure Mode
Load-deformation Curves
The typical relationship between axial load (N) and axial strain (ε) of CFST columns with external confinements was calculated and presented in Figure 9 . In addition, the axial load (N) 
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Three typical CFST stub columns with external rings, external spiral, and without external confinements were modelled in order to investigate their analytical behaviour. The columns parameters are as follows: specimen height (L) = 330 mm, specimen outer diameter (D) = 150 mm, tube thickness Figure 8 shows the typical failure mechanism for CFSTs with and without external confinements under axial loading. An outward buckling mode is observed for all cases. For the column without external confinements, the outward bulge is noted in the middle column. For the columns with outer rings and spiral, the buckling occurs between the external confinements. In addition, it was noted that the external steel confinement can offer a significant lateral restraint and minimise the effective depth of steel tube within the spacing between external stiffeners. 
Typical Failure Mode
Load-deformation Curves
The typical relationship between axial load (N) and axial strain (ε) of CFST columns with external confinements was calculated and presented in Figure 9 . In addition, the axial load (N) carried by the column components including steel tube and the concrete infill, were also illustrated versus the corresponding strain (ε). In Figure 9 , the curve is marked by four characteristic points to identify the different loading stages of the composite column. In addition, the longitudinal stress distribution (S33) of the concrete core at the mid-height of specimens was captured at the characteristic points and presented in Figure 10 . 
Load-Deformation Curves
The typical relationship between axial load (N) and axial strain (ε) of CFST columns with external confinements was calculated and presented in Figure 9 . In addition, the axial load (N) carried by the column components including steel tube and the concrete infill, were also illustrated versus the corresponding strain (ε). In Figure 9 , the curve is marked by four characteristic points to identify the different loading stages of the composite column. In addition, the longitudinal stress distribution (S33) of the concrete core at the mid-height of specimens was captured at the characteristic points and presented in Figure 10 .
The behaviour of these columns is summarised into four main stages as the following: Figure 10 , the concrete longitudinal stress increases as it is closer to the centre of the concrete core. This is due to the confinement provided by the steel tube. However, the confinement strength is higher for columns with external confinement. In addition, a relatively uneven distribution of concrete longitudinal stress was observed for CFST with external rings, this is due to the non-symmetry resulting from the existing overlap length of the steel rings. Stage 4 (from point C to D, Figure 9 ): When the axial strain increases, the axial load resisting began to decline until it reaches point D where the FEA calculation is terminated because of the relatively stable load. 
Interaction Behaviour
The bond or interaction stresses (P) is the stress acting on the interface of concrete core to the inner surface of the steel tube. Figure 12 shows the distribution of P along the CFST column. The P values were numerically calculated at point C when the columns reach their ultimate strength. The presence of external confinements has a positive impact in enhancing the steel-concrete composite behaviour, which is directly related to the concrete confinement effects and can improve the overall performance of the CFST columns. 
The bond or interaction stresses (P) is the stress acting on the interface of concrete core to the inner surface of the steel tube. Figure 12 shows the distribution of P along the CFST column. The P values were numerically calculated at point C when the columns reach their ultimate strength. The presence of external confinements has a positive impact in enhancing the steel-concrete composite behaviour, which is directly related to the concrete confinement effects and can improve the overall performance of the CFST columns. Figure 13 shows the influence of adopting external steel confinements on the P-ε relationship. The interaction stresses (P) are the average values of interaction stresses generated on the steelconcrete contact surface. For all CFST columns, there is no interaction developed at the elastic loading stage of the composite columns (from O to A). At this stage, the steel tubes have larger lateral expansion than concrete infill due to the difference in Poisson's ratios for the two materials. The steelconcrete interaction begins to emerge after point A when the concrete begins cracking and bulge outward. The contact stress (P) value has significantly increased during the following loading stages, especially with the presence of external confinements. Figure 13 . Impact of external confinements on P-ε relationship. Figure 14 shows the relationship of the external confinements stress (σe) versus axial strain (ε) in the middle-height section of the CFST column. Overall, the CFST columns with external rings or spiral confinements have almost identical σe-ε relationship. The σe value develops from the initial loading stage at point O and still exists during the entire loading stages. The external confinements begin to yield after point B when the composite column reaches the plastic stage. Figure 13 shows the influence of adopting external steel confinements on the P-ε relationship. The interaction stresses (P) are the average values of interaction stresses generated on the steel-concrete contact surface. For all CFST columns, there is no interaction developed at the elastic loading stage of the composite columns (from O to A). At this stage, the steel tubes have larger lateral expansion than concrete infill due to the difference in Poisson's ratios for the two materials. The steel-concrete interaction begins to emerge after point A when the concrete begins cracking and bulge outward. The contact stress (P) value has significantly increased during the following loading stages, especially with the presence of external confinements. Figure 14 shows the relationship of the external confinements stress (σe) versus axial strain (ε) in the middle-height section of the CFST column. Overall, the CFST columns with external rings or spiral confinements have almost identical σe-ε relationship. The σe value develops from the initial loading stage at point O and still exists during the entire loading stages. The external confinements begin to yield after point B when the composite column reaches the plastic stage. Figure 13 . Impact of external confinements on P-ε relationship. Figure 14 shows the relationship of the external confinements stress (σ e ) versus axial strain (ε) in the middle-height section of the CFST column. Overall, the CFST columns with external rings or spiral confinements have almost identical σ e -ε relationship. The σ e value develops from the initial loading stage at point O and still exists during the entire loading stages. The external confinements begin to yield after point B when the composite column reaches the plastic stage. Figure 14 shows the relationship of the external confinements stress (σe) versus axial strain (ε) in the middle-height section of the CFST column. Overall, the CFST columns with external rings or spiral confinements have almost identical σe-ε relationship. The σe value develops from the initial loading stage at point O and still exists during the entire loading stages. The external confinements begin to yield after point B when the composite column reaches the plastic stage. 
Parametric Analysis
Based on the verified FEA, extensive parametric analysis was carried out to have a better understanding of the performance of CFST stub columns with external confinements. The analysis investigated the yield strength (fye), horizontal spacing (S), and diameter (d) of external confinements were the main parameters of this analysis. In addition, other parameters were considered including concrete strength (fc ' ), steel tube yield strength (fy), and diameter to thickness ratio (D/t). In each simulation case, the basic parameters were taken as suggested in the analytical behaviour investigations (Section 3) except the parameter under consideration.
Influence of Concrete Grade
This section investigated the impact of concrete compression strength (fc ' ) on the fundamental performance and ultimate strength of CFST short columns with external confinements by increasing 
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Influence of Concrete Grade
This section investigated the impact of concrete compression strength (f c ) on the fundamental performance and ultimate strength of CFST short columns with external confinements by increasing the concrete grades from 20 to 200 MPa. As shown in Figure 15 , the increase of f c results in a linear growth of load-carrying capacity, whereas the post-peak performance shows a decrease in ductility.
The specimens with external rings and spiral produce similar increases in the load-carrying capacity with the increase of f c (Figure 16 ) when compared to CFSTs without external confinements. The corresponding increase rates of ultimate capacity are 17%, 14%, 8%, 6%, and 4.5% for both ring and spiral columns with concrete strength of 25 MPa, 40 MPa, 80 MPa, 120 MPa, and 200 MPa, respectively. Obviously, the external confinements have lower influence on columns with higher concrete strength because higher strength concrete has lower lateral expansion at the early loading phase [37, 38] . the concrete grades from 20 to 200 MPa. As shown in Figure 15 , the increase of fc ' results in a linear growth of load-carrying capacity, whereas the post-peak performance shows a decrease in ductility. The specimens with external rings and spiral produce similar increases in the load-carrying capacity with the increase of fc ' (Figure 16 ) when compared to CFSTs without external confinements. The corresponding increase rates of ultimate capacity are 17%, 14%, 8%, 6%, and 4.5% for both ring and spiral columns with concrete strength of 25 MPa, 40 MPa, 80 MPa, 120 MPa, and 200 MPa, respectively. Obviously, the external confinements have lower influence on columns with higher concrete strength because higher strength concrete has lower lateral expansion at the early loading phase [37, 38] . 
Influence of Steel Tube Grade
The yield strength of the steel tube (fy) was taken as 250MPa, 400MPa, and 600 MPa. As expected, Figure 17 , the column ultimate strength increases linearly with the increase of fy, while there was a slight improvement in ductility. Additionally, an identical performance was observed for specimens with external rings and spiral ( Figure 18 ). The external confinements have increased the ultimate strength by 16%, 14%, and 10% for columns with the steel strength of 250 MPa, 400 MPa, and 600 MPa, respectively. 
The yield strength of the steel tube (f y ) was taken as 250MPa, 400MPa, and 600 MPa. As expected, Figure 17 , the column ultimate strength increases linearly with the increase of f y , while there was a slight improvement in ductility. Additionally, an identical performance was observed for specimens with external rings and spiral ( Figure 18 ). The external confinements have increased the ultimate strength by 16%, 14%, and 10% for columns with the steel strength of 250 MPa, 400 MPa, and 600 MPa, respectively. 
The yield strength of the steel tube (fy) was taken as 250MPa, 400MPa, and 600 MPa. As expected, Figure 17 , the column ultimate strength increases linearly with the increase of fy, while there was a slight improvement in ductility. Additionally, an identical performance was observed for specimens with external rings and spiral ( Figure 18 ). The external confinements have increased the ultimate strength by 16%, 14%, and 10% for columns with the steel strength of 250 MPa, 400 MPa, and 600 MPa, respectively. With spiral confinements:
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Influence of Diameter-to-thickness (D/t) Ratio
In order to study the impact of D/t ratio on the general behaviour of CFSTs with external confinements, the thickness of the tube was changed to get the D/t ratio ranging from 15 to 150 while the diameter of the steel tube is unchanged. 
Influence of Diameter-to-Thickness (D/t) Ratio
In order to study the impact of D/t ratio on the general behaviour of CFSTs with external confinements, the thickness of the tube was changed to get the D/t ratio ranging from 15 to 150 while the diameter of the steel tube is unchanged.
Similar to the previously mentioned parameters, the ring and spiral columns have almost identical performance. Figures 19 and 20 show that any decrease in D/t ratio can result in significant improvement in the load-carrying capacity and ductility. This consequence was expected where any reduction of steel thickness will affect the concrete confinement by the tube. For specimens with external confinements, the increase of D/t ratio from 15, 21.4, 37.5, 75 and 150, lead to increase the load-carrying capacity by about 7%, 10%, 14 %, 14%, and 18%, respectively, compared to columns without external confinements. 
Influence of External Confinements Grade
The performance of CFST short columns with external confinements was examined for different strengths of external confinements. For both rings and spiral external confinements, the increase of fye to 250, 350, 475, and 600 has led to the increase of ultimate strength by 12%, 14%, 17%, and 20%, 
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Influence of External Confinements Grade
The performance of CFST short columns with external confinements was examined for different strengths of external confinements. For both rings and spiral external confinements, the increase of f ye to 250, 350, 475, and 600 has led to the increase of ultimate strength by 12%, 14%, 17%, and 20%, respectively, compared to columns without external confinements (Figures 21 and 22 ). 
Influence of Steel Ratio (α)
The previous parametric investigations adopted an equal spacing (S=20mm) between both external rings and spiral confinements. However, the amount of steel used in the outer confinements 
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The previous parametric investigations adopted an equal spacing (S = 20 mm) between both external rings and spiral confinements. However, the amount of steel used in the outer confinements and the total steel ratio was different for columns with external ring and external spiral confinements. Therefore, the effect of the total steel ratio (α) on the load-carrying capacity and ductility was examined by changing the distances between the external confinements. In order to assess the efficiency of utilising external confinements rather than increasing the steel wall thickness of the CFST columns, the results were compared with CFST columns without external confinements that have the same steel ratio of 3.3%, 5.5%, and 8%.
The simulation results ( Figure 23) show that α increases the load-carrying capacity and ductility of the columns increases. The structural behaviour of CFSTs with spiral external confinements is better because spirals can act as one element and provide relatively uniform confinement. However, this performance remained relatively close to the performance of the ring confined columns. Besides that, the performance is better than columns without external confinements that have the same ratio of steel ( Figure 24 ). 
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Prediction of the ultimate strength
To simplify the design calculation, the external confinements are transformed into circular steel tube using equivalent wall thickness (te) that have the same steel ratio. 
Prediction of the Ultimate Strength
To simplify the design calculation, the external confinements are transformed into circular steel tube using equivalent wall thickness (t e ) that have the same steel ratio.
where A st is the total equivalent steel area and can be calculated using Equations (8) and (9) for columns with external ring and spiral confinements, respectively.
As shown in Figure 25a , the axial load capacity of CFST columns (N p ) can be obtained based on the static equilibrium of the section:
where σ sz is the axial stresses of the steel tube and was estimated as σ sz = f y based on the FEA results as illustrated in Figure 9 . f cc is the confining stress of concrete was calculated as suggested by Mander et al. [39] . Where k is a confinement coefficient and can be taken as 4.1 as proposed by Richart et al. [40] . Additionally, σ rc is the lateral confining stresses of the concrete infill and any increase of σ rc is improving the concrete compressive strength and thereby the axial capacity of the composite columns. The stress of the external confinements (σ e ) was taken as σ e = f ye , where the column reached its ultimate strength at point C after the yield of the external confinement as shown in Figure 14 .
σ rc can be estimated based on the force equilibrium condition illustrated in Figure 25b .
Based on the actual and the parametric analysis results, the hoop stress of steel tube (σ sθ ) can be calculated by Equation (13) .
σ sθ / f y = 0.167 ξ 0 < ξ ≤ 1.95 0.326 1.95 < ξ ≤ 4.90
The equivalent confinement index (ξ ) is calculated using Equation (14). This new proposed formula is adopted to take the influence of external confinement into account besides the impact of concrete infill and steel tube. 
Conclusion
The following are the conclusions based on the numerical investigations on the axial performance of CFST stub columns with and without external steel confinements:
• A finite element (FE) model was established to examine the behaviour of circular CFST stub columns with and without external steel confinement which is subjected to axial loading.
The accuracy of FE results was validated based on previous experimental tests. Good agreement was achieved between the numerical and test results.
• This study described the analytical behaviour of CFSTs with and without external steel confinements, and the axial load (N) and axial strain (ε) relationship was divided into four 
Conclusions
•
A finite element (FE) model was established to examine the behaviour of circular CFST stub columns with and without external steel confinement which is subjected to axial loading. The accuracy of FE results was validated based on previous experimental tests. Good agreement was achieved between the numerical and test results.
This study described the analytical behaviour of CFSTs with and without external steel confinements, and the axial load (N) and axial strain (ε) relationship was divided into four main stages. During the elastic stage, N-ε curves were almost the same for CFSTs with and without external confinements. After that, CFSTs with external confinement show higher strength and better ductility.
The presence of external confinements can remarkably improve the steel-concrete interaction stress, especially after the elastic stage.
According to the results parametric analysis, the increase of concrete strength, steel tube yielding strength, external confinements yielding strength, and total steel ratio besides the decrease of diameter-to-thickness ratio lead to enhance the structural performance of CFST columns at varying rates.
Under axial loading, the use of external steel confinements in CFST can provide better performance than increasing the thickness of steel tube when using the same steel ratio. • A simplified design method was developed to accurately estimate the ultimate strength of CFST columns with and without external steel confinement.
Future investigation needs to consider the influence of different slenderness ratio, cross-sectional shapes, and materials of CFST columns with external steel confinements under different loading conditions.
